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CL280 Side Fixing Vertical
a side-fixing version of the CL201 nylon cleat

Available in Black and Dark red, with countersunk or hexagon fixing holes. 

        Dark red, with hexagonal fixing holes is designed for through-bolting onto partitions,
for holding ropes for Pig enrichment toys.

Can be disinfected, sterilised and steam cleaned. 

Outdoor grade nylon for a long life.

 Part No.  Description

 CL280Hex/Red/L  Side mount vertical, with hexagon fixing holes, Red, Loose packed.

 CL280Csk/L  Side mount vertical, with countersunk fixing holes, Black, Loose packed.

 CL280Csk/R  Side mount vertical, with countersunk fixing holes, Black, Retail pack.

  (other variations available, depending on customer requirements.)
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Side fixing holes mean your
hands are away from any 
sharp edges on fixing bolts.
  

Holds all types of natural and synthetic 
ropes, both braided and 3 strand.
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         CL281 & CL283
     Low profile nylon cleats 
for use on decks and sails

CL281 (black)

Covered fairlead for a snag-free profile.  

CL283 (black)

CL281W (white)

CL283W (white)

White cleats available
with backplate and rivets

Ideal for low profile,
snag-free applications
on dinghies.

      Nylon versions of alloy CL241 & CL273.

Same overall size as other sail cleats.  Uses the same rivets an screws.  
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White cleats designed for sails

Sew
or
rivet
onto
sails.

Line 
can be 
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 Catalogue No   Cleat description

 CL281/L  Fine Line (Port) (black) - Loose packed

 CL281/R  Fine Line (Port) (black) - on Retail card

 CL281W  White CL281 Cleat only

 CL281W+P  White CL281 + Backplate

 CL281W+PR  White CL281 + Backplate +2 Rivets

 CL283/L  Fine Line (Starboard) (black) - Loose packed

 CL283/R  Fine Line (Starboard) (black) - on Retail card

 CL283W  White CL283 Cleat only

 CL283W+P  White CL283 + Backplate

 CL283W+PR  White CL283 + Backplate +2 Rivets 70mm 2 k"
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CL282 Micros Tie down cleat
for use on 1-3mm quality ropes, max holding power 50kgs

Unique 4 tooth Clamcleat  design holds small ropes at high loads. ®

        One end is fixed. Cord is easily rigged and released. Unique design. 

Developed after a request by a visitor to our stand at the METS trade show.

Applications include tie-downs, dinghy & canoe control lines, sunshades & adjustable tensioners.
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CL282 Black & CL282W White, made from outdoor grade nylon for a long life.
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